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Before attempting to fit your new staintune mufflers please read the fitting instructions carefully.

Mufflers supplied with:

	2 x mounting straps
	2x M6 socket head bolts

	1 x M8 x 16mm socket head bolt and washers
	2 x road baffles


1. Raise the seat; remove the bolt joining the mufflers at the rear. Remove the heal guard and the heat shield on the collector.

2. Remove the springs on both muffles; remove the upper and lower mount bolts on the right hand side muffler from the bike.

3. Remove upper and lower mount bolts on left hand side muffler and remove muffler from bike.

4. Place strap bracket on left hand muffler approx 180mm from rear weld to back edge of clamp. With clamp bolt a few turns in and to the inside, use rubber strap under bracket. Fit muffler up to bike.

5. Ft original Ducati hanger mount to strap brackets and nip up bolt. Fitting left hand muffler first, place inlet tube into headers, line up hanger bracket with sub frame bolthole. Lightly nip up bolt, fit header springs.

6. Fit right hand mufflers and adjust if needed. Check to make sure the springs are secure then tighten all bolts and nuts firmly. Refit heat guards. Remove all traces of grease, oil and fingerprints before starting your bike, by using a soft cloth dipped in talcum powder.

You are now ready to enjoy your staintune mufflers.
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