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Ducati MH900E Fitting Guide

Staintune supplied items for the MH900E

	2 x sports mufflers
	


Tools required

	10mm & 17mm ring spanner 

10mm socket and ratchet
	4mm Allen key


1. Remove seat and rear cowling, unplug tail light and remove from motorcycle.

2. Remove heat shield and number plate bracket from standard mufflers

3. Undo muffler mount bolts and remove original muffles. Remove original mount rubbers and fit these to the staintune mufflers the same way as in the original mufflers. The alloy bush goes to the underside of the bracket.

4. Fit up the staintune mufflers, using a small amount of silicone wiped into the muffler inlet and cross over tubes to help seal the joints. Check fit and alignment of mufflers, and then tighten the four mount bolts up securely.

5. Fit heat shields and rear number plate bracket making sure all bolts and washers go back in their original positions.

6. Refit rear cowl and seat, making sure to plug in the tail light

7. Remove the end caps from the original mufflers and fit to the staintune mufflers. At this point you will notice a small indention in the outlet spout of the mufflers, this is the spot to drill if you would like to fit the supplied baffles into the staintune mufflers. You will need to use a 6.5mm drill bit, to help fit the end caps over the baffle bolt you will need to file a small indent into the centre hole of the end caps. Make sure to line up and mark the correct position of the bolt head before you file the caps

8. Before starting your motorcycle lightly dust the muffler with talcum powder on a clean cloth to remove all finger print and grease marks.

Thank you again for choosing a staintune product.
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