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Honda VTR250 fitment Guide

Thank you for choosing a staintune muffler

Your box should contain the following parts

	1 x sport muffler with restrictor
	2 x 54mm clamps

	1 x Adapter tube
	


Instructions 

1. Original Honda muffler will have to be cut off the motorcycle with a hacksaw, this can be done with the system on the bike. Locate the front weld on the headers, measure back 50mm this is your cut point. Cutting in a straight line cut the header all the way through.

2. Undo the rear mount bolt of the muffler and remove the original muffler. Do not attempt to remove the tube welded inside the collector.

3. Slip one of the 54mm clamps onto the font tube of the staintune muffler, making sure to place the allen key head down towards the ground.

4. Slip the muffler onto the collector; making sure the bracket of the muffler is placed behind the rear footpeg bracket. Push the muffler on until the mounting bolt hole lines up with the bracket hole, slip the bolt into place, and lightly tighten up the nut.

5. Check the alignment of the muffler is correct then tighten up the clamp, making sure the bolt head is pointing downwards. Tighten up the rear foot peg bolt securely.

6. With system correctly positioned tighten all nuts and bolts securely. If in doubt check twice.

7. With system fully fitted now, use a soft cloth with talcum powder sprinkled on it to wipe over mufflers to remove all fingerprints and grease marks before starting your bike. Otherwise these marks will stain the finish of your staintune system.

8. The stainless adaptor and extra clamp supplied with your staintune muffler is supplied so you are able to put the original muffler back on if needed.

Thank you again for choosing a staintune product
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