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Fitting instructions for Hyosung GT650 & GT650L Comet

Equipment required to easily fitting your new Staintune system

1. A clean safe, work area

2. A metric tool kit for most models     

3. A set of metric Allen keys

4. Hacksaw or angle grinder fitted with cutting wheel and file

5. A tube of high temperature silicone

6. A copy of the owners manual if available

7. Staintune Australia Liquid Mirror Polish

Fitting instruction

1. Ensure the bike is securely on the stand.

2. Make sure that the system is cool before you start work.

3. To remove your standard system, firstly remove heat shield then before loosening the mounting bracket cut the original pipe 55mm from the weld as shown in the photo.  Unbolt the mounting brackets and remove the pipe.

(A joining pipe and extra clamp is supplied should you ever wish to re-fit the original pipe)

4. Place some hi-temp silicone around the cut off end of the pipe and fit the new Staintune

5. Tighten clamp and mounting bracket bolt and re-fit the heat shield

6. Wipe off any hand marks with Staintune Liquid Mirror polish or a similar low abrasive polish and be sure to wash off any access with water.

7. Start the bike, ensure the work area is highly ventilated.

Do not stand behind the exhaust outlet as production material and residue may exit the exhaust at high speed and temperature.  Check for any exhaust leaks, there may be smoke from the exhaust as a result of the manufacturing process and this will soon pass.
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 Cut at 55mm from the weld as shown

Thank you for choosing Staintune, we hope you enjoy your new muffler.
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