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SUZUKI Boulevard M50  Tappered Turbo Muffler Fitting Instructions

Thank you for choosing a Staintune Exhaust System!

Your box should contain the following parts:

	2 x Tapered Turbo Mufflers
	Mufflers slip directly onto standard header pipes

	
	


Tools and sealants required

	12mm ring spanner
	6mm Allen key

	12mm socket & ratchet
	Tube of high temp engine gasket or exhaust silicone

	Some cotton cleaning cloths
	Staintune Liquid Mirror Polish


1 Remove oxygen sensor from the top muffler

2 Remove the top muffler first

3 Loosen crossover clamp and muffler mounts at header pipes

4 Allow bottom pipe to drop down and remove from rear header pipe, slipping off bottom muffler

5 Clean surfaces of header pipes and place a smear of high temp silicone around sealing surfaces

6 Slip on bottom muffler in the reverse procedure of removal

7 Put in place top muffler, the top muffler brackets fit furtherest from the bike as the bottom muffler fits against the bike

8 Tighten all clamps, refit oxygen sensor

9 Retighten headers, crossover pipe and the muffler mounts

10 Using a soft cotton cloth with a light sprinkle of talcum powder on it, wipe the muffler over to remove all traces of grease and fingerprints before starting the motor. As any residue may discolor the system when hot

11 Start your engine for warm up, note that the new muffler will probably emit smoke for the first few engine start’s, as there sometimes is oil residues from the manufacturing processes in the internal components. 

12 Safe riding, we trust you will joy the new sound and performance of your  Suzuki Boulevard        
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