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 Yamaha YZ250/WR250 Muffler-Header Fitment Guide 


Remove right hand side cover. Undo front muffler mount bolt/ then undo rear mount bolt, Undo clamp bolt then Remove muffler from motorcycle


Remove rubber stop from original muffler


Insert this rubber into the bracket on your Staintune muffler


Insert supplied rubber into rear mount bracket on muffler. A small amount of Grease or oil will help this slip in. Insert supplied collett


To remove header pipe, undo the two flange bolts on the head & remove pipe. When fitting new header ensure  flange gasket is still in place & in good condition.


The Fibrous gasket will sometimes be difficult to remove, if this is the case or you are unsure you will be able to remove it without damaging it, a new one should be purchased from your Yamaha dealer before attempting to fit your new muffler.


Insert Fibrous gasket if needed into muffler.  A WR250F Gasket is needed to fit Staintune  muffler to original Yamaha header  on a YZ250F


No gasket is needed when fitting the Staintune muffler and header as a set.


Place supplied Staintune clamp onto front tube of muffler


Fit up muffler to motorcycle mount points as per original system, insert front mount bolt & do up finger tight only at this stage.


Insert rear muffler mount bolt & washer & do up finger tight.


Place clamp in suitable position & lightly do up bolt


Securely tighten up rear mount bolt ( the use of Loctite on bolts is recommended) Tighten up front mount bolt, then tighten up clamp bolt


 Fit the original heat shield & bolts onto the Staintune header


To remove the Baffle from the rear of the muffler, undo the 6mm grub screw & pull the baffle out. If the baffle is tight grip the baffle with a set of vice grips & gently tap the vice grips with a hammer in a rearward manner.


On YZ supplied spacer and bush, washer is not needed


Its is recommended that the rear indicators are moved up and towards the rear of seat


Jetting Specs


          WR250 /YZ250


Standard jetting is a good starting point on the WR


Std jet is a 172 you can try a 170 main with the needle lowered 1 clip


Thank you for buying a Staintune product if you have any queries or comments please don’t hesitate to contact one of the Staintune staff on the above number

















