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FITTING INSTRUCTIONS FOR BMW R1200C Sports Mufflers

1. Place bike on work stand or side stand, then apply WD or CRC fluid to clamps and oxygen sensor (in middle of std muffler box), loosen muffler clamps, use a 22mm open end spanner and loosen oxygen sensor, being careful to unclip the cable from under transmission and twisting evenly as it is removed.

2. Remove the two clips on the rubber muffler mounting spigots then carefully slide muffler set off.

3. Remove standard mount rubbers from standard mufflers by lubricating with some soapy water and pushing with a small size ½” socket bar. Fit the rubbers into the new muffler mount/cross tube.

4. On a flat surface fit the new mufflers to the cross tube/mount with the open end of rubber mount tubes facing rearward and as level as possible. Check distance between front muffler tubes against original mufflers then nip up clamps.

5. Slip new mufflers on, being sure to go no further on than original system and keep an even distance from mufflers to rear tyre on either side, check mount tubes are level, nip up front clamps, put washers provided on to mount spigots and refit clips. Check view from rear that mufflers are at an even height, if not, loosen big clamp and front clamp on side you want to adjust and lift up or down then re-tighten.

6. Pre twist oxygen sensor cable, then refit, being sure cable is clear of system.

7. Wipe system clean of all hand, grease or silicone marks with clean cotton cloth before running.

Thank you for choosing Staintune!
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