STAINTUNE AUSTRALIA FITTING INSTRUCTION

This fitting instruction is for motorcycles with systems that are so simplistic that there are no instructions needed.

Equipment required to change a Staintune system

1. A clean work area

2. A metric tool kit for most models     (AF if changing a Harley Davidson)

3. A set of metric Allen keys

4. A tube of high temperature silicone

5. A copy of the owners manual if available

6. Staintune Australia Liquid Mirror Polish

Step 1:

Make sure bike is secure on Center Stand or Side Stand.

Step 2:

Ensure that the standard system has cooled before you begin to work on the bike

Step 3:

Remove the standard system; follow the owner’s manual if available.

Step 4:

Refit the Staintune system reversing the procedure used to remove the standard system, again follow the owners manual if available.  Smear a light cover of high temperature silicone on any fitted joints.

Step 5:

Clean hand marks off system using Staintune Australia Liquid Mirror Polish, wash off excess polish.

Step 6:

Get ready to start the bike, ensure the bike is in a highly ventilated area.  

Do not stand behind the exhaust pipe as production material residue left from the manufacturing process may exit the exhaust at high speed and temperature. 

Start the bike and check for any exhaust leaks, there may be some smoke from the exhaust due as a result of the manufacturing process, this will clear on the first ride

Step 7:
Enjoy

