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SUZUKI SV650  04-06   Sports Muffler Fitting Instructions

Thank you for choosing a Staintune Exhaust System!

Your box should contain the following parts:

	1 x SV650 muffler and baffle
	1 x stainless adaptor 

	2 x clamps 
	


Tools and sealants required

	14mm spanners or socket
	5mm Allen key

	Hacksaw
	Tube of high temp engine gasket or exhaust silicone

	Some cotton cleaning cloths
	Staintune Liquid Mirror Polish


1 Measure 55mm from the weld as per photo, using the Hacksaw ,cut through the Header pipe being careful at the end of the cut to not damage the swing arm. This can be done while the standard exhaust is on the bike.

2 Undo the rear mount bolt and remove the original muffler from bike.

3 Slip the Staintune clamp onto the muffler with the bolt head facing downwards, .

4 Wipe a small amount of silicone into the front tube of the muffler, then slip the Staintune muffler onto the bike until the rear mount hole lines up with the bracket on the bike. Slip the bolt into place and lightly tighten up at this stage

5 Slide the clamp around so it covers the slots in the muffler on all faces. Tighten the bolt up securely.

6 Tighten the rear muffler mount bolt up securely to the Suzuki recommended Torque setting.

7 Using a soft cotton cloth with a light sprinkle of talcum powder on it, wipe the muffler over to remove all traces of grease and fingerprints before starting the motor. As any residue may discolor the system when hot

8 Start your engine for warm up, note that the new muffler will probably emit smoke for the first few engine start’s, as there sometimes is oil residues from the manufacturing processes in the internal components. Safe riding we trust you will joy the new sound and performance of your SV650           
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