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Fitting Instruction for the Triumph Rocket III  Mufflers  3 into 3 system      Part No:  TR MS ROC 3P
Equipment required to fit this Staintune system

1. A clean work area




2.  A metric tool kit for most models     

3. A set of metric Allen keys



4.  A tube of high temperature silicone

5. A copy of the owners manual if available

6.  Staintune Australia Liquid Mirror Polish

Step 1:

Make sure bike is secure on Center Stand or Side Stand and stable to work on.

Step 2:

Ensure that the standard system has cooled before you begin to work on the bike.

Change the Left Hand Side - First

Step 3:   (figure 1)

Remove the heat shield, unbolt the standard muffler where it clamps to the collector and unbolt it from the main mounts, remove the pipe.  Re-fit the new Staintune muffler in the reverse order applying some high temp silicone to the collector joint.  Ensure all bolts are tightened and refit the heat shield. 

Change the Right Hand Side - Second

Step 4:   

Remove the heat shield, remove the right hand pillion peg and the 12mm bracket bolt.     (Figure 2)

Remove the standard mufflers.  Re-fit the new Staintune mufflers following the reverse process; use high temp silicone on the muffler joins to the collector box.  Tighten all clamps and bolts and re-fit heat shield.

Step 5:

Prior to starting the engine, ensure all hand marks are removed from the system otherwise these could mark the stainless once it is hot.  Ensure you are in a well-ventilated area and start the engine, do not stand directly being the exhaust as foreign material may shoot out at high temperature and high speed.
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